Quatety since 1912

OPTIONS AVAILABLE

APPLICATIONS

FEATURES

Free standing type
Q.D.C. type
Dry-pit type

Sewage
Waste Water
Storm water drainage

Air filled, Class F insulated, heavy duty motor,
dissipates heat easily, operates cooler with higher
efficiencies; longer service life with lower operating costs.
Built-in motor protection with autocut, protects motor
against overheating, single phasing, and no load; saves
money on costly motor replacement.

Molded cable prevents capillary action; reduces
maintenance costs.

Heavy duty ensures long, dependable operation and
lowers maintenance costs.

Large solids handling capabilities prevents clogging.
Semi-open impellers offer the best design for handling
stringy and/or abrasive materials due to the large wear
area and open passageways, providing durability and
longer life.

High quality stainless steel shaft, provides high tensile
strength, corrosion resistance, longer life, and lower
maintenance costs.

Double mechanical seals - silicon carbide lower seals,
carbon/ceramic upper - hard faced upper and lower seals
operate in an oil bath; providing longer service life and
lower maintenance costs.

Available for Q.D.C connection absorption, provides ease
of maintenance for small sump type installations.




Submersible Sewage Pump DL

PERFORMANCE CHART
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SPECIFICATIONS

Scope Discharge 65 ~300mm

Motor Power 1.5~45kM (3 phase)
Performance Capacity : 0.07~13.2ms/min
Head: 3~52m
Liguid Type Sewage
Maximum temperature 40°C (Manual)
Submergence Maximurm 8m
Minirmum Refer to low water level (LML) in dimensions,
Construction Impeller Meon-clog semi-open
Mechanical Seal Qil lubricated, double mechanical seal
{single spring up to 3. 7KW (tandem spring 5.5 to 45kWW)
Materials Casing Cast Iron
Impeller Cast Iron
Suction Cowver Cast Iron
Shaft 403 Stainless Steel
Mctor Frame Cast Iron
Fasteners 304 Stainless Steel
Mechanical Seal Upper Faces : Carbon/Ceramic

Lower Faces : Silicon Carbidel Silicon Carbide
Lubricating Oil : Turbine Oil VG32 (SAET O 200

Mator Type Airfiled dry submersible, IPES, Class F insulation
Mominal Speed 4 pole 1450mpm
Applicable Voltages 380/400/415 volts 3 phase 50 Hz
Starting DOL (upto 2.2k Star Delta (3.7 to 45K
Protection In built cverload pretection (up to 7.5kW)

Miniature thermal protector (11 to 45KV

Bearings Pre lubricated sealed ball bearings

Cable Length 10m

Accessories Flange Discharge elbow

Cuick Discharge
Connector(QJ0DC)




Submersible Sewage Pump

SECTIONAL VIEW
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It .. . Quanti Its G P CJuantit;
Nu,?,,’i;'er Description Material per un}f Nu&?er Description Material per .mi%r
001 Casing FC200 Cast iron 1 275 Impeller Bolt SUS304 Stainless Steel 1
012 Suction Cover FC200 Cast Iron 1 801 Rotor Silicon Steel Shest 1

hMechanical 802 Stator Silicon Steel Shest 1
016 Saal Covar FC200 Cast Iron 1 :
811 Cable Submersible type 1
021 Impeller Cast Iron 1
814 hMotor Frame FC150 Cast Iron 1
039 | Impeller Key sSUs Stainless Steel 1
816 Lower Bracket FC150 Cast Iran 1
080 | Bushing S5 Steel 1 S i SRR — . 4
111 Mechanical Upper : Carbon / Ceramic . Pper BTacke a5 ron
Seal Lower @ Silicon Carbide 830 Shaft # SUS403 Stainless Stesl 1
174 | Discharge Elbow | FC200 Cast iron 1 849-1 | Ball Bearing 1
S 3604 or Brass or 849-2 | Ball Bearing 1
9% | RiRg SUS304  Stainless Steel 1
876 Auto Cut 1
200 Lifting H 55 Stesl 1
R EE e # refers to pump side of shaft material
2 Alrvent Valve 3604 Brass 1
Companion ;
219 Flange FC200 Cast iron 1

* This sectional view shows typical construction.




Submersible Sewage Pump DL
DIMENSION

Manual Models - DL (Wet Pit Model)

L Discharge Flange Dimensions
[ el s (JIS 10kgficm?)
E €—— DF —>  No.DN
|E i f— o —>L 0 DD
/'Holes. Off
40 x DA}[ I;;l,W:_Center
DA Z AR\ A
i 1 NSZZAN
¥ DA |DE|DF |DG| DT |ON | DD
65 14001751161 18| 4 |15
— Euhmurs:bl(‘. cable 20 (1500185126 18] 4 15
ength CL
i Note: 100175210 (151[ 20| 8 | 15
1. LWL (Low Water Level) is limited to 10 15012401280(212] 22 | 8 | 19
v minutes operation atlow water level. 200|290(330(262| 26 | 12 | 23
2/. Islimited to 30 minutes operation JEO|AE5 400|324 2012 | 28
with water level below top of motor. 00(400[445(368] 32 [ 16 | 25
A Model ot B c D E F H J L1 ?r#) Wi’gm
65 0L 51.5 15 497 291 253 144 265 200 576 200 140 10 52
65 DLO S5 5A Bia 573 339 403 170 315 215 765 250 260 10 117
65 DLD AT 5A 75 540 414 433 207 345 215 785 280 260 10 140
65 65 DL 5114 11 540 414 433 207 345 215 864 280 260 10 167
65 DL 5154 5 596 486 453 243 365 215 948 300 280 10 210
65 DL 5184 18.5 5396 486 453 243 365 215 951 300 280 10 231
65 DL 5224 22 595 488 453 243 365 215 951 300 280 10 240
B0 DL 51S 1.5 524 2592 378 148 285 220 587 210 165 10 55
80 DL 52.2 22 542 308 388 154 295 220 654 220 165 10 57
80 DL 537 3l 567 328 403 164 310 220 687 235 165 10 75
80 DLD 5554 55 588 339 418 170 325 220 765 250 260 10 19
B0 DLC 555 55 518 373 428 180 335 307 753 260 205 10 134
80 B0 DLD ST .5A Th 655 414 448 207 355 220 765 280 260 10 142
BODLC 575 5 648 399 448 200 355 305 751 280 205 10 148
80 DL 5114 11 655 414 448 207 355 220 864 280 260 10 169
80 DL 5154 15 711 486 468 243 375 220 948 300 280 10 212
80 DL 5184 18.5 711 486 468 243 375 220 951 300 280 10 233
80 DL 5224 22 711 486 468 243 375 220 951 300 280 10 242
100 DL 53.7 37 614 335 445 169 340 250 J08 235 185 10 IE]
100 DLE 555 55 546 369 460 186 355 323 768 250 205 10 123
100 DLC 555 5.5 560 373 470 180 365 322 753 260 205 10 134
100 100 DLE 57.5 75 673 385 480 183 375 323 JE0 270 205 10 141
100 DLC 575 7.5 530 399 4580 200 385 320 751 280 205 10 148
100 DL 511 11 701 402 500 201 395 323 859 2580 205 10 180
100 DL 515 15 741 441 520 221 415 330 954 310 205 10 230
100 DL 518 18.5 741 441 520 221 415 330 958 310 205 10 285
150 DL 555 55 J50 398 550 200 410 381 788 280 245 10 148
1580 DL 576 75 780 418 570 210 430 377 784 300 245 10 158
150 DL 511 2l 810 438 530 220 450 377 883 320 245 10 199
150 DL 515 15 810 438 530 220 450 317 a72 320 245 10 237
150 150 DL 518 18.5 848 478 510 238 470 381 ERE] 340 245 10 300
150 DL 522 22 848 478 510 238 470 381 978 340 245 10 325
150 DL 530 a0 912 520 550 262 510 468 1284 360 1080 10 355
150 DL 537 37 912 520 550 262 510 468 1434 360 11865 10 418
150 DL 545 45 912 520 550 262 510 468 1434 360 11865 10 456
200 DL 555 Bis 832 430 £15 217 450 414 526 300 285 10 160
200 DL 575 75 863 453 535 228 470 410 805 320 285 10 178
200 DL 511 11 863 453 535 228 470 410 908 320 285 10 212
200 DL 515 455 596 473 555 241 430 411 985 340 285 10 260
200 200 DL 518 18.5 932 512 675 257 510 415 1001 360 285 10 305
200 DL 522 22 932 512 575 257 510 415 1007 360 285 10 330
200 DL 530 30 937 520 575 262 510 483 1284 360 1080 10 355
200 DL 537 37 937 520 675 262 510 483 1434 360 1165 10 418
200 DL 545 45 937 520 575 262 510 483 1434 360 1185 10 456
250 DL 57 .5 TS 969 525 700 269 500 522 904 370 400 10 260
250 DL 511 11 993 541 720 273 520 634 1000 380 400 10 320
250 DL 515 15 1007 549 730 277 530 546 1088 400 400 10 380
250 250 DL 518 18.5 1007 549 730 2T 530 546 1089 400 400 10 420
250 DL 522 22 1007 545 730 277 530 546 1088 400 400 10 440
250 DL 530 30 1125 660 780 335 530 J08 1338 460 1132 10 458
250 DL 537 37 1125 660 780 335 580 J08 1505 460 1238 10 522
250 DL 545 45 1125 660 780 335 5590 J08 1505 460 1238 10 540
300 DL 511 11 1100 588 7598 302 575 671 1050 420 450 10 365
300 DL 515 15 1100 588 798 302 575 671 1131 420 450 10 395
300 DL 518 18.5 1135 618 818 317 595 668 1131 440 450 10 440
300 300 DL 522 22 1135 618 818 317 595 568 1131 440 450 10 465
300 DL 530 a0 1172 560 538 335 515 728 13386 460 1132 10 458
300 DL 537 37 1172 660 538 335 615 728 1505 460 1238 10 522
300 DL 545 45 11732 560 538 3435 615 726 1505 460 12386 10 540

Units: mm unless otherwise specified




Submersible Sewage Pump

DIMENSION WITH QDC

Applicable Models - 65DL, 80DL (1.5 + 3.7 kW)

MINIMUM MANHOLE

DIMENSIONS IN FLOOR

FRAME INSTALLATION

GUIDE PIPE SUPPORT

DL

o
=2
GUIDE PIPE 1B
r SPE CCESSORIE!
= CIAL A ES C— DE —&  No.DN
] DE —> @ DD
DG / Holes, Off
z 1€ DA > |, Center
g TR B T
3 ' R JisT
s 1
. | E :
) 521 4 |
4 — gD 140 * | P2|P1
— E s L.W.L
E1 mn f v
g 2 A “—\J—-” = DA|DE | DF | DG | DT [DN [ DD
i e B B ! YN - 65 [140[175]116] 18 | 4 |15
T = 80 150 (185126 18| & |15
S 2-M16
o ANCHOR BOLT
] BN2|BN1
63 100
Size Output L1 QDe ,‘,_%[i’g(fn
B Model |y | A | P1 | P2 | G1 | G2 | F | HI | H2 | H3 | (9 | L6 [BNT|BN2| D1 | ET | yogel| [no)
65 |65DL515 15 |464 | 75 | 95 | 120 | 160 | 250 | 145 | 190 | 240 | 140 | 50 | 75 | 95 | 12 | 140 |Lmes | 14
80 DL 51.5 15 |481| 75 | 90 | 125 | 165 | 285 | 175 | 230 | 280 | 165 | 65 | 75 | 90 | 15 |155 |Lmso | 17
80 |soDL52.2 22 |499 | 75 | 90 | 125 | 165 | 285 | 175 | 230 | 280 | 165 | 65 | 75 | 90 | 15 | 155 |Lmeo| 17
80 DL 53.7 3.7 |524 | 75 | 90 | 125 | 165 | 285 | 175 | 230 | 280 | 165 | 65 | 75 | 90 | 15 | 155 |Lmeo| 17

(™1 - LMWL (Low Water Level)
- Operation is limited to 10 minutes operation at LMWL,
- Operation is limited to 30 minutes operation with water level below top of motor,

Units: mm unless othenwise specified




Submersible Sewage Pump DL
DIMENSIONS WITH QDC

Applicable Models - 65DL, 80DL (5.5 + 22kW), 100DL

MINIMUM MANHOLE
DIMENSIONS IN FLOOR
FRAME INSTALLATION

GUIDE_PIPE SUPPORT

o
~ GUIDE PIPE 1% B
SPECIAL ACCESSORIES DF > No. DN
p 5
: |
g
& i
E
=
(a2
4 — oD1 . BW T
=
£l
o = P DA | DE | DF |DG | DT |DN | DD
=
ou| - 65 |140(175(116| 18 | 4 15
i 80 |150(185(126| 18 | 8 15
= -
8 A—M16 55 J 100 (175|210 (151| 20 | 8 15
= moRBAT BN2 | BM _[BN
63 | |BY1]
Size Output L1 qoc | ,2bC
Model A|P1|P2|G1(G2|F |H1|H2 |H3 | ., |L6 |BM1|BN2|BM BY1|BW DM | | |D1 | E1 Weight
DA [w] ) Model | kgl
B5 DLD 55 54 55 | BOS [ 105|125 185 | 180|315 [ 210 | 240 | 310 | 260 | 100 [ 100 | 40 [195 | 160 | 210 [ 950 |800 | 12 [ 140 | LLES 41
B5 DLD 57 5A 75 | B72[105 (125185 | 190|315 | 210 | 240 | 310 | 260 | 100 [ 100 | 40 195 | 160 | 210 | 950 | 800 | 12 | 140 | LLES 41
B5 B5DLSTTA 11 Br2 [ 105 [ 125 [ 185 | 190 | 315 [ 210 [ 240 | 310 | 260 | 100 (100 | 40 195 | 160 | 210 [ 950 | 800 | 12 [140 | LLES 41
B5 DL515A 15 T28 105 [ 125 [ 185 | 190 | 315 | 210 [ 240 | 310 | 280 | 100 (100 | 40 | 195 | 160 | 210 (1000900 | 12 [140 | LLES 41
B5 DL 518A 185 | 728|105 [ 125|185 | 190|315 | 210 [ 240 | 310 | 280 | 100 (100 | 40 | 195 | 160 | 210 (1000|900 | 12 | 140 | LLE5 41
B5 DL 522A » T28 [ 105 [ 125 [ 185 | 190 315 | 210 [ 240 | 310 | 280 | 100 (100 | 40 | 195 | 160 | 210 (1000|900 | 12 [ 140 | LLE5 41
BODLCSSS 55 | B35 [ 105|120 1185 | 195|350 | 240 | 255 | 325|205 | 43 | 100 | 40 [220 | 180 | 230 | 800 | 700 | 15 [ 155 | LLAO 44
BODLCST S 75 | BES [ 105|120 | 185 | 195|350 | 240 | 255 | 325|205 | 45 [ 100 | 40 220 | 180 | 230 |800 | 700 | 15 [ 155 | LLAO 44
BODLD 55 5A 55 | BO5 [ 105|125 185 | 180|320 | 210 | 240 | 310 | 260 | 100 [ 100 | 40 [195 | 160 | 210 | 950 |B800 | 12 | 140 | LLES 41
a0 BODLD 57 5A 75 | B72[105 (125185 | 180|320 | 210 | 240 | 310 | 260 | 100 [ 100 | 40 [195 | 160 | 210 | 950 |800 | 12 | 140 | LLES 41
BODLSTTA 11 Br2 (105 [ 125 | 185 | 190 | 320 [ 210 [ 240 | 310 | 260 | 100 (100 | 40 195 | 160 | 210 [ 950 | 800 | 12 [ 140 | LLES 41
B0 DL 515A 15 T28 [ 105 [ 125 | 185 | 190|320 | 210 [ 240 | 310 | 280 | 100 (100 | 40 195 | 160 | 210 (1000|900 | 12 [ 140 | LLE5 41
B0 DL518A 185 | 728|105 [ 125|185 | 190|320 | 210 [ 240 | 310 | 280 | 100 [100 | 40 195 | 160 | 210 (1000|900 | 12 [ 140 | LLES 41
B0 DL522A ) 728105 [ 125 | 185 | 190 | 320 | 210 [ 240 | 310 | 280 | 100 (100 | 40 | 195 | 160 | 210 (1000|900 | 12 [ 140 | LLES 41
100DL53 7 37 | 589105 | 105|185 | 210 | 365 | 240 | 265 | 335 [ 185 [ 115 | 100 | 40 | 220 | 180 | 230 | 800 [700 | 19 | 175 | LL10O 18
100 DLB 555 55 | B27[ 105|105 185 | 210 | 365 | 240 [ 265 | 335 |205 | 42 |100 | 40 | 220 | 180 | 230 | 800 [ 700 | 19 | 175 | LL100 18
100 DLE 555 55 | B35 (105|120 |185 | 225 | 365 | 240 | 255 | 325 | 205 | 43 | 100 | 40 [220 | 180 [230 [ 800 | 700 | 15 [ 155 | LLAO 44
100 100 DLB 57 5 57 | B4B [ 105 | 105 | 185 | 210 | 365 | 240 | 265 | 335 |205 | 42 | 100 | 40 | 220 | 180 | 230 | 800 [700 | 19 | 175 | LL10O 15
100 DLC 5T 5 5 | BES [ 105|120 185 | 225|365 | 240 | 255 | 325 | 205 | 45 | 100 | 40 |220 | 180 |230 {800 | 700 | 15 [155 | LLAO 44
100 DLAS1 11 B7E [ 105 | 105 | 185 | 210 | 365 | 240 | 265 | 335 | 205 | 42 (100 | 40 |220 | 180 | 230 (1000|700 | 19 [175 | LL10O 15
100 DL515 15 16 (105 [ 105 | 185 | 210 | 365 | 240 | 265 | 335 | 205 | 35 (100 | 40 |220 | 180 | 230 (1000|700 | 19 [175 | LL10O 18
100 DL518 185 | 716105 [ 105|185 | 210 365 | 240 [ 285 | 335 | 205 | 35 [100 | 40 |220 | 180 | 230 1000|700 | 19 [175 | LL10O 15
(™) - LWL (Low Water Level) Units: mm unless otherwise specified

- Ciperation iz limited to 10 minutes operation at LWL,
- Ciperation iz limited to 30 minute s operation with water level below top of motor.




Submersible Sewage Pump DL
DIMENSION WITH QDC

Applicable Models - 150DL, 200DL

Minimum manhaole

~
dimensions in floor 5 "
L i

2-M16x30

el LR Discharge Flange
{JIS 10kgficm?)
i DF 5
AL 5 D& .
§ 2 1| | B
1] T T i
4| g e i
8 No.DN - @DD
(0] Holes - Off Centar
¥ 3
Tl w
-
: Y DA |DE | DF |DG | DT |DN | DD
% 150 (240 280|212 22| 8 | 19
._3 BNZ < BM | |BN1 200290| 330|262 | 26 | 12 | 23
, e
%'ie Model 0[1;:,‘:]‘“ AlP1|Pz| G |F |HI|H2 |H3 (E; Le |BN1|BNZ|BM | BP |BY1|BW|DM| 1 | D1 |E1 n?il(;l N'v%(igglht
150 DL 85.6 5.5 | 635|155 | 195 | 325 | 450 | 290 | 362 432 | 245 | 60 | 60 | 60 | 370 | 165 | 280 | 330 [1000] 700 | 16 210 | L1275 | s
150D 7.6 7.5 | 665 | 155 | 195 | 325 | 450 | 290 | 362 |432 | 245 | 73 | 60 | 60 | 370 | 165 | 280 | 330 [1000] 700 | 16 | 210 | L1275 | 5
150 DL 511 1 | 605|155 195 | 325 | 450 | 200 | 362 432 | 245 | 73 | 60 | 60 | 370 | 165 | 280 | 330 [1000| 700 | 16 | 210 | LL125 | 65
150 DL 515 15 | 695 | 155 | 195 | 3256 | 450 | 200 | 362 432 | 245 | 73 | 60 | 60 | 370 | 165 | 280 | 330 [1000| 700 | 16 | 210 | LL125 | 65
150 | 150DL 518 185 | 733 | 155 | 195 | 325 | 450 | 200 | 362 | 432 | 245 | 69 | 60 | 60 | 370 | 165 | 280 | 330 [1000| 700 | 16 |210 | LL125 | €5
150 DL 522 22 | 733|155 | 195 | 325 | 450 | 200 | 362 [432 | 245 | 69 | 60 | 60 | 370 | 165 | 280 | 330 [1000| 700 | 16 | 270 | LL125 | 65
150 DL 530 30 | 777|155 | 205 | 355 | 480 | 320 | 405 [475 | 288 [ 270 | 60 | 60 | 390 [170 | 300 | 350 [1100] 800 | 16 | 250 | LL1so | 8o
150 DL 537 37 | 777|155 | 205 |35 | 480 | 320 | 405 [475 | 296 | 210 | 60 | 60 | 390 [170 | 300 | 350 [1100] 800 | 16 | 250 | LLiso | 8o
150 DL 545 45 | 777 | 185 | 205 | 355 | 480 | 320 | 405 | 475 | 296 | 210 | 60 | 60 | 390 | 170 | 300 | 350 [1100] 800 | 16 | 250 | Li1s0 | 8o
200 DL 85.5 5.5 | 672|155 | 205 | 355 | 495 | 320 | 405 |475 | 285 | 81 | 60 | 60 | 390 | 170 | 300 | 350 [1100] 800 | 16 | 250 | LL1so | 8o
200DL 575 7.5 | 703 | 155 | 205 | 355 | 495 | 320 | 405 | 475 | 285 | 85 | 60 | 60 | 390 | 170 | 300 | 350 [1100] 800 | 16 | 260 | LL1so | 80
200 DL 511 1 | 703 | 155 | 205 | 355 | 495 | 320 | 405 [475 | 285 | 85 | 60 | 60 | 390 [170 | 300 | 350 [1100] 800 | 16 | 260 | LL1so | 80
200DL 515 15 | 736 | 155 | 205 | 356 | 495 | 320 | 405 |475 | 285 | 84 | 60 | 60 | 390 [ 170 | 300 | 350 [1100| 800 | 16 | 260 | LL1s0 | 80
200 | 200DL 518 185 | 772 | 155 | 205 | 385 | 495 | 320 | 405|475 [285 | 80 | 60 | 60 | 300|170 | 300 | 350 [1100| s00 | 16 [ 280 [ Li1s0 | s
200 DL 522 22 | 772|155 | 205 | 356 | 495 | 320 | 405 [475 | 285 | 80 | 60 | 60 | 390 170 | 300 | 350 [1100| 800 | 16 | 260 | LLiso | 80
200 DL 530 30 | 777|155 | 205 | 365 | 495 | 320 | 405 475 | 288 | 210 | 60 | 60 | 390 170 | 300 | 350 [1100| 800 | 16 | 260 | LL1s0 | 80
200 DL 537 17 | 777|155 | 205 | 355 | 495 | 320 | 405 [475 | 296 | 270 | 60 | 60 | 390 [170 | 300 | 350 [1100| 800 | 16 | 260 | LL1s0 | 80
200 DL 545 45 | 777 | 155 | 205 355 | 495 | 320 | 405 | 475 | 296 | 210 | 60 | 60 | 390 | 170 | 300 | 380 [1100] 800 | 16 |250 | LL1s0 | 8o
™1 - LMWL (Low Water Level) Units: mm unless otherwise specified

- Operation is limited to 10 minutes operation at LMWL,
- Operation is limited to 30 minutes operation with water level below top of moter,




Submersible Sewage Pump

DIMENSION WITH QDC

Applicable Models - 250DL, 300D1L

MINAAAL MANMHOLE 120 A
(HMENSIONS 1N FLOOS

FRAME N5STALLATION

E GUIDE PMPE 3 B
i A 'ﬂ—“DF*—:‘* No. DN
@ DD
H r— / Holes, Off
Sl B ™ |
ELIJ € D 31 iﬁantm
- - DT
: B
&
|
S
_‘I i
s | P2 Pl
BW T |
=, G LWL
TT—%ET%'% =
i =/ L l_ i | —
o | % = l'-._...l.-J é-j tq:} ot
| [ j = DA DE |DF (DG | DT (DN | DD
o 55
= ;:m:ag: BN?2 | BM = ‘ BN1 250355400324 30 |12 | 25
A i —t— 1 300400 445|368 32 | 16 | 25
125 | BY! |
Size Qutput L1 aDc UFD[;]t
Model A | P1 | P2 F | H1 | H2 | H3 L6 |BN1 |BNZ | BM | BP [BY1 | BW | DM | elg
DA (kW] () hodel | [gq]
250 BET.5 fRe Had | 185" [435 | 00 [ 350 | 440510 | 400 hB 10 0 G50 | 215 | 500 | 560 | 1200 400 | LL250 150
260 0L 511 11 BoE | 95 [=EaE | 00 (S0 | 440 et | 400 4k 10 i G50 | 215 | 500 | S60 | 1200 900 | LL250 140
R e 15 B2 | 05 [4AE | 0 [ GEsl | Adu | sl | 400 A4 10 0 BEO | 215 | 500 | 60 | 1200 900 | LL250 150
5 260 0L 518 18.5 By | s [abshe | 00 | CEsD | 4l | a0 | 400 a4 il Fii| GAO | 215 | 500 | 560 [ 1200 900 | LL250 150
260 L 522 2 Bz |85 [=k3G | 00 [ Se | 440 250 | 400 a4 il i BEO | 215 | 500 | 60 | 1200 900 | LL250 150
250 DL 520 Al 990 [ 195 | 465 | 870 | 430 | 550 | 20 | 242 | 200 10 i RO | 215 | 580 | 640 | 1300 00 | LL3oaD | 200
260 0L 537 a7 990 [ 195 | 465 | 970 | 430 | 550 | 20 | 219 | 200 i i BEO | 215 | 580 | 640 | 1300 | 900 | LL3oaD| 200
250 DL 545 45 990 [ 185 | 465 | 870 | 430 | 550 | 20 | 319 | 200 10 0 GEO | 215 | 580 | 640 | 1300 900 | LL3ooD| 200
00 DL 511 11 17 | 185 | 465 | BOO | 430 | 550 | 620 | 450 | 104 10 i0 GBRO | 215 | SB0 | 640 | 1200 400 | LL200 200
300 DL 515 AL A | SR (e | CROE | S0 | s | LeEOE | 4s0 | T 10 i0 GRO | 215 | 580 | 640 (1200 900 | LL30O 00
00 0L 518 18.5 Q57 | 189 [=tbh: | -BOE (430 | S50 | B2 | $50 | T2 10 i BRO | 215 | 580 | &40 | 1200 900 | LL20O 2000
A00 300 DL 522 2 8 Ll W o e G o M B e S 27 B e O 2.1 O W i o 10 i0 GEO | 215 | 580 | 640 (1200 900 | LL300 200
00 0L 520 a0 aa | “18s: | 465 | BOG | A3 || B&0 | 620: | 292 | S00 10 il BRO | 215 | 580 | 640 | 1300 900 | LL3oaD| 200
00 0L 537 a1 990 | 195 | 465 | BO0: | 430 | G550 B20] | 319 | 300 10 i BRO | 215 | 580 | 640 | 1300 00 | LL3o0D| 200
300 DL 545 45 990 | 185 | 465 | BOO | 430 | 550 | 620 | 319 | 200 10 i BRO | 215 | 580 | 640 | 1300 00 | LL3ooD| 200

(™1 - LWL (LowWater Level)
- Operation is limited to 10 minutes operation at LWL
- Operation is imited to 30 minutes operation with water level below top of motor.

LInits: mim unless othenwise specified

* Dimensional details are provided for referance only.
* Al specifications are subject to change without prior notice,

Authorised dealer:

—
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